Mainline Switch Inspection Report Semi-Annual

Inspection Crew 7 Scpis;zo  [1) Belvﬂw‘

Date ()5 /i3

WO# 10gi38e Page 1 of 3

Watchman

1 Location dRomwELiL

2SwitchID. # _<gg |

3 Facing Trailing

Rail Points

4 Point to Point &/ /e

5 Point Condition
SYR

6 Point Throw, nothing less than 4 % inches

N SVe R _arx
6a Point inemng
N_35% SV
7 Fit
&YR
8 General Condition of the Points
® YR
Gage
Heel of Switch
9Main _§%%
10 Turnout 56 7. ,
11 Gage ahead of Bend  57.%%
Must not be less than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches

Turnout ¢ 7%
13 Main C'%

Stock Rail

14 Bend
®YR

15 Condition

& Y R

Bolts
16 Loose o N/A

17 Missing ___ ¢ N/A

Rivets (Huck Bolts)

18 Loose @) N/A
19 Missing © N/A

20 Cotter Pins Missing < NA
21 Jam Nuts Loo o _NA
21la Washers 63\

Remarks on page 3
GM/IC 11-10-2011

k)  Broken ___Missing

22 Standard Joints
@®Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

®©Y R NA
24a Non-Adjustable Braces
SYR
Switch Rods
25 Front Rod
@Y R NA
26 #1 Rod (Basket Rod)
v Y R
27 #2 Rod
Y R
28 #3 Rod
S Y REA
29 #4 Rod
S'Y R N/A»
30 Closure Rail
®YR
31 Surface of Switch
@ Y R
Using a 62’ cord, not over
1”to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
&Y R
33 Switch Adjustments
Yes @\6
34 Lubrication
Ok Dry
35 witch Targets/Lamps

Missing
36 Latches “@

Broken __ Missing

37 Locks

©k  Broken ___ Missing
38 General Condition

©SYR
39 Insulated Joints

® Y R
39a Regular Joints

®Y R






Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N (§3Y R
R @®YR
53 Frog# &
54/79 Point Condition
& YR

55 Condition of Frog

SYR
56 Surface of Frog

(YR

57 Throat in Inches _ 3 /%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”
Gage
§§'§4'am Track Sl z
59 Turnout Track %
Gage must not be less than 56” any class
Guard Rails L N
60 Guard Rail Gage N S%¥% R £¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N <734 R 52%
Back to Back Gage must be less than 53 1/8”
62 Condition

G YR
63 Location of Guard Rail (Relation to Point)

YR
Ggrd Rail Clamps
64 Main Track
Y R N/A

65 Turnout Track

S Y RNA

Class 1 Gage 56” to 57 15”
More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 V4 downgrade to
Class2 and getsa Y

Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

79 Washers QK Broken

Page 2 of 3

Turnout Ties
66 Condition
Y RNA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
YRN % R 1
Guard Rail Flangeway can not be less 1 %4
70 Guard Rail Plates
@Y R N/A
71 Frog Plates
@ Y R N/A

Bolts
73 Loose @ N/A
74 Missing v N/A

Rivets (Huck)
75 Loose £ N/A

76 Missing o N/A
77 NutsMissing v N/A

78 Cotter Pins Missing O NA
___Missing N/A

80 Hold Down Devices

Y RNA
81 Spring Housing

S YR
82 Derails

S'Y RNA

83 Maximum difference in any 31° in Cross
Level on the siding from the F rog Point to

50’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout

CS)YR






Remarks

Page 3 of 3

No Degers wb7en

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO#_l08/582 Page 1 of 3

Date 25l 3 Inspection Crew 7 JedisieR b Bevaut
. Watchman !
1 Location _QRoMweu 22 Standard Joints
2SwitchID. #_4agg 3 | ®Y R NA
3 Facing Trailing 23 Switch Plates
@ YR
Rail Points 24 Adjustable Braces
4 Point to Point __ S *x ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
YR S YR XA
6 Point Throw, nothing less than 4 % inches Switch Rods
N 4 Yy, R 47 25 Front Rod
6a Point Opening S; Y R NA
N 47 R 4% 26 #1 Rod (Basket Rod)
7 Fit 7(@ Y R
SY R 27 #2 Rod
8 General Condition of the Points SY R
@ Y R 28 #3 Rod .
Gage S'Y RANNA
Heel of Switch 29 #4 Rod ]
9Main__ XYy S Y R M/A)
10 Turnout _ St% 30 Closure R:
11 Gage ahead of Bend 3¢ e SSY R
Must not be less than 56 inches or 31 Surface of Switch
more than 57 inches for “S” )Y R
12 Heel Spread in Inches Using a 62’ cord, not over
7% 1”to11/2” for a Y and no
13 Main e Yy more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
Stock Rail 32 Head Block Ties
14 Bend ®YR
S Y R 33 Switch Adjustments
15 Condition Yes Y
©YR 34 Lubrication
- @b Dry
Bolts 35 Switch Targets/Lamps
16 Loose ___© N/A Ok  Missing /A
17 Missing ¢ N/A 36 Latches
' Ok)  Broken___ Missing
Rivets (Huck Bolts) 37 Eocks
18 Loose ¢ N/A < Broken __ Missing
19 Missing @) N/A 38 General Condition
20 Cotter Pins Missing o) N/A Y R
21 Jam Nuts Loose o N/A 39 Insulated Joints
21a Washers @k Broken__ Missing_ (é\ Y R
39aRegular Joints
Remarks on page 3 @ Y R

GM/JC 11-10-2011






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch LD. # 66 Condition
51 Facing Trailing &Y RNA
52 Frog Tread N ® Y R 67 Rail Movement
R (Y R Y R N/A
53Frog# & Tie Plates
54/79 Point Condition 68 Lead
SYR & Yy RNA
55 Condition of Frog 69 Guard Rail Flangeway
SYR ®Y RN 34 R__1-
56 Surface of Frog Guard Rail Flangeway can not be less 1 %"
SYR 70 Guard Rail Plates
Y R NA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 2 §) Y R N/A
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track _ 5S¢ Y8 73 Loose o NA
59 Turnout Track _ 37,2 74 Missing o N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N 947, R 54% 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing o N/A
61 Back ToBack N 52% R_S51% 77 Nuts Missing__©__ N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o NA
62 Condition 79 Washers (Ok Broken __ Missing_ N/A
SYR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R §£Y R NA
Guard Rail Clamps 81 Spring Housing
64 Main Track S'Y
€Y R NA 82 Derails
65 Turnout Track S YR 3
@ Y R N/A 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie
Class 1 Gage 56” to 57 1%” ©k  Difference
More than 57 ¥ Qut of Service
Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout
More than 57” to 57 ¥4” downgrade to @Y R

Class2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011







Remarks

Page 3 of 3

SLIGIHT BEND in_ BASKET Rop
BT SHOWING  SeHE Sme Wep

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011







Mainline Switch Inspection Report Semi-Annual

Date ¢fafizs
Watchman__ 41 Poccyen

I Location Cpup Heabs Jor — NorTu

2SwitchID. # 373 N

3 Facing Trailing ;<

Rail Points
4 Point to Point _ 5 %, i

5 Point Condition

@.Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. pipn 3 lézzfinches on house top point protected
S A S

N_ 4% R
6a Point Opening
NP
7 Fit
S YR
8 General Condition of the Points
YR
Gage
Heel of Switch
9Main 52/
10 Turnout Al i
11 Gageahead of Bend  5(> /¢,
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _G%¢
I3Main ___ ¢,

R_S

Stock Rail
14 Bend

©® YR
15 Condition

Y R

Bolts
16 Loose @  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loose N.A
[9 Missing 0. NA
20 Cotter Pins Missing — 5 _NA
21 Jam Nuts Loose N/A

2la Washers % Broken  Missing

Remarks on page
GNEIC TT-10-200 1

WO# LOT73920  Ppyge | of 3

Inspection Crew T Schtseer - L4,/ 4;3;;7@(,@_;;7

22 Standard Joints

@ Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

'Y R NA
24a Non-Adjustable Braces
S YR
Switch R
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
§>y R
2 Rod
JY R
2833 Rod
Y R NA

29 #4 Rod
S/JY R N/A
30 Closure Rail

S)Y R
31"Surface of Switch
Y R

sing a 62’ cord, not over
I”to11/2” for a Y and no
more than | 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
Y R
33 Switch Adjustments

Yes o
34 Lubrication

@ Dry
35 Switch Targets; Lamp
Ok Missing @

36 Latches
@ Broken  Missing

37 ks
0 Broken Missing
38 General Condition

S)Y R
39Insulated Joints
gi Y R
39 Regular Joints
@ Y R

27






Mainline

50 Location
50a SwitchID. #
51 Facing Trailing
52FrogTread N (@S Y R
R ©YR
53 Frog# ic¢
54/79 Point Condition
©YR

55 Condition of Frog

SY R
56 Surface of Frog

SYR

57 Throat in Inches 3%
72 Flangeway Depth ).
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track .34
59 Turnout Track SeWe.

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N_547% R S43,
Guard Rail Gage must more than 54 3/8”
61 BackToBack N 93 R 2%
Back to Back Gage must be less than 53 1/8”
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
Y R
Ggrd Rail Clamps
64 Main Track
'Y R N/A
65 Turnout Track

@Y R N/A

Class 1 Gage 56” to 57 4

More than 57 %” Out of Service
Class 3 Gage 56" to 577

More than 57" to 57 V. downgrade to

Class 2 and getsa Y
Remarks on page 3

GM IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement

® YR NA
Tie Pl
68 Lead

® Y RNA
69 Guard Rail Flangeway

@Y RN |% R 3
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates

Y RNA
71 Frog Plates

® Y RNA
Bolts
73 Loose o N/A
74 Missing o N/A
Rivets (Huck)

75 Loose o N/A

76 Missing o N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing o N/A
79 Washers el\y Broken___Missing__~ N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SY

82 Derails
S YR

83 l\s‘aximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
30’ beyond the last long tie
Difference

84 Condi%'gn of Line thru entire turnout
YR






Remarks

Page 3 of 3

OMALL [ (NE Jewine TueyooT J10¢ 0f FRo.
SHELLING  Clupye Ciosup

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immecdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by: ﬂ_ é’b [ - Date:@_*ZZi-/wz__

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO#I08iS5GlI ~  Pagelof3

Date (,,!rz/ /3
Watchman_ M ociawg
1 Location  QRotweii
2 SwitchID. # 424 3B

3 Facing % Trailing

Rail Points

4 Point to Point &/

5 Point Condition

@ Y R

6 Point Throw, nothing less than 4 % inches
N_S% R_3%

6a Point Opening

7 Fit

® YR

8 General Condition of the Points

& YR

Gage

Heel of Switch

9Main _ 3%

10 Turnout Sz.%.

11 Gage ahead of Bend __ 57, %,
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout &%

13 Main (Y2

Stock Rail
14 Bend

O YR

15 Condition
® YR

17 Missing ___ ¢ N/A

Rivets (Huck Bolts)

18 Loose o N/A

19 Missing £ N/A

20 Cotter Pins Missing © N/A

21 Jam Nuts Logse o N/A

21a Washers C‘(i\lo Broken__ Missing

Remarks on page 3
GM/IC 11-10-2011

Inspection Crew T Scussice W/ Eﬂ_lmmr

22 Standard Joints
S)Y R N/A
23 Switch Plates
& YR
24 Adjustable Braces
@ Y R NA
24a Non-Adjustable Braces
SYR
Switch Rods
25 Front Rod
©Y R NA
26 #1 Rod (Basket Rod)
Y R
27#2 Rod
®Y R
28 #3 Rod
S Y R NA
29 #4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
®Y R
Using a 62’ cord, not over
1’ to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes [No
34 Lubrication
Ok

35 Switch Targets/Lamps
Ok Missing gﬁ@
36 Latches
0 Broken _ Missing
37 Locks
? Broken __ Missing
38 General Condition
®Y R
39 Insulated Joints
®YR
39a Regular Joints
Y R







Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N Y R
R Y R
53 Frog# &
54/79 Point Condition
SYR

55 Condition of Frog

(®YR
56 Surface of Frog

B YR

57 Throat in Inches 34
72 Flangeway Depth 2.
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track LY,
59 Turnout Track 3¢

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage NS4 ¥s. R s54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5294 R S23
Back to Back Gage must be less than 53 1/8”
62 Condition

O YR
63 Location of Guard Rail (Relation to Point)

@Y R
Guard Rail Clamps
64 Main Track

®Y R NA
65 Turnout Track

&Y RNA

Class 1 Gage 56” to 57 5”

More than 57 %” Qut of Service
Class 3 Gage 56” to 57~

More than 57” to 57 V. downgrade to

Class2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
©Y RNA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
®©YRN /% R _|%
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R NA
71 Frog Plates
SY R NA

Bolts

73 Loose ) N/A
74 Missing ©___ N/A

Rivets (Huck)
75 Loose [® N/A
76 Missing £ N/A
77 Nuts Missing © N/A
78 Cotter Pins Missing o N/A
79 Washers Broken__ Missing_ N/A
80 Hold Down Devices
£Y R NA
81 Spring Housing
SY
82 Derails
S YR
83 Maximum difference in any 31’ in Cross
Level on the siding from the Fro Point to
30’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout

YR






Remarks

Page 3 of 3

Ao deesers

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by% v/
7

Date: Z) //\, é/;,[g

11-10-2011






Mainline Switch Inspection Report §gmi-Annugl

Date (;2//2, /f3

Watchman_'~ 2, .5

WO# 108i5 39

Inspection Crew 7 s .y, 2t/ B g

Page | of 3

22 Standard Joints

I Location vy, LLG/Ef -
2 Switch1.D. # 44 in ®Y R NA
3 Facing Trailing X 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
Y R NA

4 Point to Point 51 %%
5 Point Condition
.Y R Nothing less than 4 inches or greater than § inches,
6 Point Throw, Min 3 1/2 inches on house top point protected
N ) R %
6a Point Opening

N 5% R 5%

7 Fit

® YR

8 General Condition of the Points
® Y R

Gage
Heel of Switch

9 Main S,

10 Tumout <4

11 Gage ahead of Bend S©“2
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
urnout __ (o%
I3 Main ¥
Stock Rail
14 Bend
YR
15 Condition
@ Y R
Bolts
16 Loose N/A

17 Missing e N/A

Rivets (Huck Bolts)
@ NA

18 Loose

19 Missing N/A

20 Cotter Ping Missing e N/A

21 Jam Nuts Loose e N/A

21la Washers @ Broken‘_hMissing_*_.

Remarks on page
GMIC 11-10-2011

24a Non-Adjustable Braces
SYR NA>

25 Front Rod
@Y R NA
26 #1 Rod (Basket Rod)
Y R

2T #2 Rod
Y R
28 #3 Rod
®Y R NA
29 #4 Rod
S YR N/A
30 Clogxfre Rail
Y R
31 Surface of Switch

% Y R
sing a 62’ cord, not over
17t011/2”fora Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33°Switch Adjustments
Yes 0
34 Lubrication
Ok

h___Missing__y___

, Brokcn____,_Missing_»_‘
38 General Condition
Y R
39nsulated Joints
Y R
39aRegular Joints
CS) Y R






Mainline

50 Location
50a Switch LD_#
51 Facing

52 Frog Tread N

53 Frog# (0
54/79 Point Condition
YR

55 Condition of Frog
YR

56 Surface of Frog
®YR

57 Throat in Inches 3%
72 Flangeway Depth
Flangeway Depth must not be less than 1 14>

58 Main Track St%
59 Turnout Track SCY%,,
Gage must not be less than 56> any class

60 Guard Rail Gage N 54% R s¢¥%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2'%eR _ sS23
~ Back to Back Gage must be less than 53 1/8»
62 Condition

@ YR
63 Location of Guard Rail (Relation to Point)

YR

uar il Cl 3

64 Main Track
Y R N/A

65 Turnout Track
&Y RNA

Class 1 Gage 56” to 57 14>
More than 57 %” Out of Service
Class 3 Gage 56” to 57

More than 577 to 57> downgrade to
Class 2 and getsa Y

Remarks on pa e
GM/IC 11-10-2011

Page2 of 3

mi-Ann

r Ti
66 Condition
Y RNA

67 Rail Movement
@ YR NA

is/ “
Guard Rail Flangeway can not be less 1 %”
il Plates

Bolts
73 Loose o N/A
74 Missing © _NA

80 Hold Down Devices
&Y R NA
81 Spring Ho ing
S YR
82 Derails

Ok  Difference

84 Condition of Line thry entire turnoyt
YR






4 Rod Beyr .

R Immediate attention needed or Oyt of Service.
N/A Not applicable or not measurable,

Reviewed by:

11-10-2011






Mainline Switch Inspection Report Semi-Annual
Date _ Clizfrz
Watchman__ M R 420

I'Location _Awnoveic £
2SwitchI D # 5 A
3 Facing =~ Trailing o

Rail Points

4 Point to Point _ $( "2
5 Point Condition

.Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. i 3 l/24jrl|5:c/hes on house top point protected

N_A% "R 43
6a Point Opening
N 9 R_S .
7 Fit
(S Y R
8 General Condition of the Points
S YR
Gage
Heel of Sw’itil}‘/
9 Main 5./
10 Turnout _5¢. ¥e, o
Il Gage ahead of Bend 57 /1,
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches

Turnout (a ‘/_4 L
[3Main_ (g,
Stock Rail
14 éP\cnd
'Y R

IS\fjondition

OV R
Bolts
[6Loose _ »  N/A
I7 Missing N/A
Rivets (Huck Bolts)
I8 Loosc o NA
[9Missing @ N.A
20 Cotter Pins Missing — _o. _NA
21 Jam Nuts Loose N/A
21a Washers @ Broken  Missing -

Remarks on page
[CAYE(@ Pr-1e-20110

WO# _108 &340

Inspection Crew 7 S‘gH(ﬁLeg‘ i/ E@l;(gzﬁ:ef

Page 1 of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

€Y R NA
24a Non-Adjustable Braces
S YR
Switch Ro
@ Y R NA
26 #] Rod (Basket Rod)
@ Y R
27 #2 Rod
© YR
28 #3 Rod
'Y R N/A
29 #4 Rod
Y R NA
30 Ciosure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Sy R

33 Switch Adjustments
Yes ,@
34 Lubrication

Ok Op
35 Switch Targets, Lamps

Ok Missing  §&/A
36 Latches

Ok Broken  Missing
37 Locks

0 Broken Missing
38 General Condition

S Y R

39 Tnsulated Joints

(S) Y R
3Ya Regular Joints
®Y R






Mainlin

50 Location
50a Switch ID. #
51 Facing Trailing
52 Frog Tread N YR
R S Y R
53 Frog# 0
54/79 Point Condition
@ YR

55 Condition of Frog

YR
56 Surface of Frog

S YR

57 Throat in Inches 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track 3L %
59 Turnout Track _ S(, Yo
Gage must not be less than 56” any class
Guard Rails A
60 Guard Rail Gage N S4% R S43/g
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 32'% R s3> %,
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
63 Location of Guard Rail (Relation to Point)
Y R

Guard Rail Clamps
64 Main Track

S/Y R N/A
65 Tummout Track

S Y R NA

Class 1 Gage 56” to 57 %"
More than 57 %” Qut of Service

Class 3 Gage 56" to 577
More than 57” to 57 Y4” downgrade to

Class 2 and getsa Y
Remarks on page 3

GMIC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
Q@Y RNA
67 Rail Movement
© YR NA
Tie Plates
68 Lead
©® Y RNA
69 Guard Rail Flangeway 5
YRN (Ve R_1 /%
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
Y R NA
71 Frog Plates
©® Y RNA

Bolts
73 Loose @ _N/A
74 Missing o N/A

Rivets (Huck)

75 Loose 2 N/A
76 Missing S N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing N/A
79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
(S Y RNA
81 Spring Housing
S YR
82 Derails
S Y RE/A

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie
@D Difference o

84 Condition of Line thru entire turnout
Y R







Remarks

Page 3 of 3

No Dediers

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:%_

[1-10-2011






Mainline Switch Inspection Report Semi-Annual
Date _ &frefiz
Watchman_ 4~ Accon

| Location Ceorweee -

2 Switch D # 80— Timen _j’_%,,reﬁ
3 Facing X . Trailing o

Rail Points
4 Point to Point ,__51*__.,_

5 Point Condition

S YR Nothing less than 4 inches or greater than § inches.

6 ;0'.‘:“ g_h,{gi"-fgm R! lg.%ches on house top point protected
6a Point Opening
N 5%

7 Fit

@ Y R

8 General Condition of the Points

® vy R

Gage

Heel of Switch

9Main __ %2

10 Turnout  S¢ %

I'1 Gage ahead of Bend __S¢ ¥,
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ (. %

R S§/ﬁ

13 Main G o
Stock Rail
14 Bend

) Y R
15 Condition

@ Y R
Bolts
16 Loose €  N/A
17 Missing © N/A
Rivets (Huck Bolts)
I8 Loose < N A

[Y Missing ..& NA
20 Cotter Pins Missing g _NA
21 Jam Nuts L.oose N/A

2la Washers @ Broken  Missing

Remarks on page
GNEIC 111022011

WO# 1090431 Page | of 3

Inspection Crew Tﬁgq«fi?q«:q(._ W _B/eff;;,y_rj

22 Standard Joints
Y R NA
23 Switch Plates
Y R

24 Adjustal%‘ Braces

/Y R NA
24a Non-Adjustable Braces
S YR @
witch Ro
25 Front Rod
)Y R N/A
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
®vY R
28 #3 Rod
Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
®YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1" to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments

Yes ?
34 Lubrication
Ok

35 Switch Targets/ Lamps___
Ok  Missing  (w
36 Latches
@ Broken  Missing
37 Locks
Broken Vissing
38 General Condition
Y R
39 Insulated Joints
Y Y R
39a Regular Joints
BY R






Mainline

50 Location
50a Switch [D. #
51 Facing Trailing
52 Frog Tread N S YR
R &Y R
53Frog#¢ <
54/79 Point Condition
(YR
55 Condition of Frog
YR
56 Surface of Frog
8YR

57 Throat in Inches 3 %
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 14”

Gage
58 Main Track SL%
59 Turnout Track  SU %,

Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage NS¢ % R $4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2% R S2%,
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

® YR
Guard Rail Clamps
64 Main Track

©Y R NA
65 Turnout Track

S Y RNA

Class 1. Gage 56” to 57 4”

More than 57 %” Qut of Service
Class 3 Gage 56" to 57

More than 57” to 57 " downgrade to

Class 2 and getsa Y
Remarks on page 3
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Turnout Ties
66 Condition

® Y RNA
67 Rail Movement
® Y R NA

Tie Plates

68 Lead
€Y RNA
69 Guard Rail Flangeway 7,
©YRN 1% R 1%
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

©Y R NA
71 Frog Plates

S'Y RNA
Bolts
73 Loose o N/A
74 Missing @ N/A
Rivets (Huck)

75 Loose < N/A

76 Missing © N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing . N/A
QR Broken_ Missing__ N/A

80 Hold Down Devices
£ Y RNA
81 Spring Housing
S Y R(N/
82 Derails
&Y R NA
83 Maximum difference in any 31 in Cross
Level on the siding from the Frog Point to
30" beyond the last long tie
OR  Difference

84 Condition of Line thru entire turnout

® YR
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Hissine Tavcer on D A

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: [_2 :

D

11-10-2011






